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SUNRIDER

500 550 650
DIMENSIONS (metres - feet/inches)
Overall length 5 - 16’5” 5,5 - 18’1” 6,35 - 20’10”
Inside length 3,77 - 12’4” 4,2 - 13’9” 4,8 - 15’9”
Overall width 2,1 - 6’11” 2,18 - 7’2” 2,45 - 8’0”
Inside width 1,1 - 3’7” 1,22 - 4’0” 1,35 - 4’5”
Buoyancy tube diameter 0,5 - 1’8” 0,5 - 1’8” 0,55 - 1’10”
CAPACITY
Passengers (ISO B/C) 9 11 5/13
Maximum payload1 (kg - lbs) Cat C 1060 - 2337 1157 - 2551 1550 - 3417
Maximum payload1 (kg - lbs) Cat B - - 1000 - 2205
Total weight (kg - lbs) 310 - 683 350 - 772 430 - 948
Airtight compartments 5 5 5
DESIGN CATEGORY
European directive N° 94/25/CE C C B / C
OUTBOARD DATA
Shaft: � Short  � Long  � Extralong  � Ultralong  � Jet � � �

Minimum recommended power2 (Hp) 40 50 70
Minimum recommended power2 (kW) 30 38 53
Maximum recommended power2 (Hp) 50 70 90
Maximum recommended power2 (kW) 38 53 68
Maximum power allowed3 (Hp) 70 90 150
Maximum power allowed3 (kW) 53 68 111
Maximum weight of outboard4 (kg - lbs) 170 - 375 175 - 386 200 - 441
Maximum speed5 (km/h - mph) 58 - 36 67 - 42 78 - 49
TWIN-ENGINE DATA
Shaft: � Short  � Long  � Extralong  � Ultralong  � Jet  - - -
Minimum recommended power2 (Hp) - - -
Minimum recommended power2 (kW) - - -
Maximum recommended power2 (Hp) - - -
Maximum recommended power2 (kW) - - -
Maximum power allowed3 (Hp) - - -
Maximum power allowed3 (kW) - - -
Maximum weight of outboard4 (kg - lbs) - - -
HULL STORAGE DIMENSIONS (metres - feet/inches)
Length 4,04 - 13’3” 4,6 - 15’1” 5,4 - 17’9”
Width 1,28 - 4’2” 1,41 - 4’8” 1,73 - 5’8”
Height 1,66 - 5’5” 1,7 - 5’7” 1,73 - 5’8”
Hull angle 22° 26° 21°

Technical 
specifications

ENGINES
Indicated measurements may vary by +/- 3%, or +/- 5% for weight and
speed measurements. 

(1) Maximum permitted load is calculated using ISO standards. Caution is
advised when operating fully laden boats.

(2) Recommended power is based on optimal use of the boat’s abilities
under average load. Depending on use, choose either maximum (water-
skiing) or minimum power (fishing, cruising).

(3) Maximum permitted power, when above maximum recommended
power, must be used with the most extreme caution. It should only
concern experienced users, employing their boat for very specific
purposes (carrying heavy loads, etc). The manufacturer’s plaque specifies
maximum permitted power. The power of your boat must not exceed this
under any circumstances. 

(4) Maximum permitted weight: dry weight, according to motor
manufacturers’ catalogue specifications.

(5) Maximum speeds are intended as a guide only; they were measured
in ideal conditions by professional pilots with one person aboard. They
may vary according to make of motor, boat load, propeller type and water
conditions.

Zodiac continually strives to improve the quality of its products and as
such reserves the right to modify or delete any model presented in this
catalogue without prior notice.

EQUIPMENT
Models in this catalogue are sometimes shown with optional accessories.
Please check standard equipment supplied with each model and see your
reseller for any additional equipment. The availability of certain models, as
well as certain equipment details may vary from country to country (e.g.
USA, Canada). The boats photographed in this catalogue may have
undergone changes.

* Awaiting approval
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MEDLINE

750 500 550 650 850

7,50 - 24’7” 5 - 16’5” 5,3 - 17’5” 6,30 - 20’8” 8,5 - 27’11”
6,16 - 20’2” 3,9 - 12’10” 3,68 - 12’1” 4,95 - 16’3” 7,45 - 24’5”
2,9 - 9’6” 2,2 - 7’3” 2,24 - 7’4” 2,5 - 8’2” 3 - 9’10”
1,67 - 5’6” 1,2 - 3’11” 1,2 - 3’11” 1,35 - 4’5” 1,85 - 6’1”

0,6 - 2” 0,5 - 1’8” 0,52 - 1’8” 0,575 - 1’11” 0,6 - 1’12”

7/14* 10 9 5/11 8/15
1730 - 3808* 1150 - 2535 1115 - 2458 1550 - 3417 2130 - 4696
980 - 2160* - - 1100 - 2425 1605 - 3538
1050 - 2313 397 - 875 480 - 1058 690 - 1521 1600 - 3527

5 5 5 5 7

B / C C C B / C B / C

� � � � �

175* 40 40 115 250
129* 30 30 86 188
250* 60 75 150 300
184* 44 56 112 225
250* 80 115 150 350
184* 59 86 112 262

300 - 660 180 - 397 195 - 430 240 - 529 380 - 838
85 - 53 68 - 42 70 - 43 74 - 46 91 - 57

- - - - �

- - - - 2 x 175
- - - - 2 x 131
- - - - 2 x 225
- - - - 2 x 166
- - - - 2 x 225
- - - - 2 x 166
- - - - 544 - 1199

7,11 - 23’4” 4,46 - 14’8” 4,73 - 15’6” 6,00 - 19’8” 7,78 - 25’6”
2,15 - 7’15” 1,53 - 5’0” 1,54 - 5’1” 1,57 - 5’2” 2,26 - 7’5”
2,2 - 7’31” 1,42 - 4’8” 1,7 - 5’7” 1,87 - 6’2” 2,2 - 7’3”

22° 24,5° 24,5° 24° 24°
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A worldwide
network

www.zodiacmarine.com

Wherever you are in the world, you will find a Zodiac dealer 
to help you. We have a worldwide network of more than 
1600 points of sales distributed in 90 countries, made up by 
boating experts.
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This document may refer to trademarks belonging to other Companies. Such references are for identification only, and are not intended to be an endorsement. 
In a permanent concern of improvement of its products, Zodiac reserve the right to modify or improve the conception or definition of its products at any time, without any prior notification and no retroactive effect 
on the boats built previously. This document cannot be considered as a contractual document. Non contractual pictures.

n-ZO Sport Cruising

Easy Cruising Deluxe Tenders



www.zodiacmarine.com

Zodiac International S.A.S.U with a capital of 18,000,000 € - 729 800 839 RCS Nanterre 
Zodiac is a registered trade mark of Zodiac Marine & Pool - Copyright© Zodiac 2010
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